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3. ITL SOFTWARE SUPPORT GUIDE
3.1 PiPS Software

PiPS (Pay in Pay out System) is a software package developed by Innovative
Technology Ltd to allow customers to carry out programming, setup and operational
tasks on the full range of Smart Payout devices.

3.1.1 Preparing for Installation

If you do not have the PiPS software on CD, you can easily download it from the
Innovative Technology website. Visit www.innovative-technology.co.uk, and select
‘Software Download’ from the ‘Support’ tab:

(all: +44 (0) 161 626 9999

Search Here.

tlnnovative Technology INTELLIGENCE IN VALIDATION
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ve-technology.co.uk/support/secure-download x\‘ ~O é flf."\gn&w’ |

Clicking this link will take you to the software download page. To download any files
you must log in as a registered user — if you have not already registered this is a very
quick process; just click the ‘create an account’ link and follow the on-screen
instructions.
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Username

To download a software file you must first login.
MB: All users must re-register with the new site.
Password

Enter your login

details here, or Remember Me [
create a new

Lo
account ﬂl

= Forgot your password?
= Forgot your usemame?
Always ensure you are using the most up-to-date software = Create an account
before altering any firmware or currency dataset files.

Latest Datasets

TWD01204 (EV20)
TWD02201 (BEV20)
VEF01B01 (NVSUSE)
E004610100 (NV10)
E0046101 (NV10USE)
AUDOD1004 (SMART Hopper)
BAMO0O1002 (SMART Hopper)
Title Version File CLPO1002 (SMART Hopper)
CNY01003 (SMART Hopper)

WPS (Validator Programming System) 1.0.16 CZK01003 (SMART Hopper)
Bank Mote Validator Currency Manager 331
Bank Mote Validator Diagnostics Tools 1.04
SMART PIPS (Pay In Pay Out System) 145

DAZ2 Drivers - 32 bit

eeeeeeeeee®
D 5 ) D ) > ) D S

DAZ2 Drivers - 64 bit 1
BV Interface Driver Install - 32 bit 2
BV Interface Driver Install - G4bit 1
e3S5P Developer Kit 2
M4 Currency Manager 253

After logging in, the download screen will change slightly:

Your user name will be displayed in
the top right hand corner of the _
screen Hi

The padlock icon for each file will =
change from locked to unlocked. To e
download a file, just click on the

padlock icon opposite the file name.

If you want to find more information

about the file before you download @

it, you can click on the blue

information icon.
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In this case, we want to download the PiPS software, so we click on the padlock icon
opposite the 'SMART PIPS (Pay in Pay out System)’ filename:

Title Version File
YWP3S (Walidator PFrogramming Systemn) 1.0.16 @
Bank Mote Validator Currency Manager 3311 @
Bank Mote Validator Diagnostics Tools 104 @
—> SMART PIPS (Pay In Pay Out System) 1.45 (@)
DA2 Drivers - 32 bit (i ] a'_h
DAZ Drivers - 64 bit 1 @
BY Interface Driver Install - 32 bit 2 @
BY Interface Criver Install - 64bit 1 @
eS5P Developer Kit 2 (]
NV4 Currency Manager 253 ()]

After clicking the link, a file download dialog box will appear — choose the option to
save the file:

File Download |

Do you want to open or save this file?
& Mame: FIFS 1_4 5 msizip
Type: ‘wWinRAR ZIP archive
From: www_innovative-technology_ co_uk

Open Save

harrn your computer. If pau do fat trust the zource, do naot open or

l--’? YWhile filez from the Internet can be uzeful. zome files can potentially
zave thiz file, What's the rzk?

You can save the file anywhere that is convenient, as long as you can remember
where it is when you want to install the software.
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Save Az
Savein I@Desktnp j €| 5 B HEL

Q& ky Computer

2 ky Documents
L by Metwork Places

Deskta p

ty Documents

™

kdy Compuiter

File name: [FIFS 145 msi =l Save
Save astyper  |WinRAR ZIP archive - Cancel
o

After choosing where to save the file, a file transfer dialog box will appear showing
the progress of the file download:

G02KEB of PIP5%201_4_ 5 msi.zip from www._innovative-techn... !E[

FIPSE201_4 5 msizip from vy, innovative-technology. co.uk

E stimated time left; Mot known [Opened zo far BOZKE]
Dowwnload to: C:ADocuments and 5..5PIPS 1_4 5 maizip
Transfer rate: BO2KE/Sec

¥ Cloze this dislog box when download completes

[Ipen e Ealder | | Cancel I

threatz. Beport an unzafe download.

@ SmartScreen Filker checked thiz dawnload and did nat repart any
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3.1.2 BV Interface Drivers

After downloading the PiPS software, you will also need to download the Banknote
Validator (BV) Interface drivers — two versions are available (32 bit and 64 bit) so
choose the correct type for your operating system. Again, remember where you saved
the file.

File Download I

Do you want to open or zave this hle?

E Mame: 32bit_BYInterface_Drivers_zip.zip
Tupe: WinRAR ZIF archive

From: www_innovative-technology. co.uk

Open Save | Cancel I

harm your computer. [F you do not trust the source, do not open or

l@ Wwhile filez from the Internet can be useful, some files can potentially
zave this file. What's the rizk?

Both files are provided in a ‘zipped’ (compressed) form — you will need to extract the
files from the zipped file before you can install the software or driver. Any version of
Windows from Windows 98 onwards can open zipped files; or you may want to use a
third party software tool such as Winzip or WinRAR.

@& 32bit_B¥Interface_Drivers =10]x] l
File ~Edit View Favortes Tool:  Help | :;'
T - :
Add a3 Password... - earch H_.'-- Folders || p | # x n |
[Ereate SHoreut ® @
Delete
Rename itusbdevice  itusbdevice

Fropertiez

32bit_BVInterface Drivers »

Cloge

L — T ] = T 1 B
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Extract the files to a convenient location — this might be an existing folder, or you may
want to save them into a new folder.

E xtraction Wizard

Welcome to the
Compressed (zipped)
Folders Extraction
Wizard

The extraction wizard helps pou copy files
from inzide a ZIF archive.

To continue, chck Mext,

¢ Bach I Mewt I Cancel |

In this example, the BV Interface driver files are being saved into a folder called
‘Drivers’ on the computers C: drive.

Extraction Wizard Bl |
Select a Destination o
Filez inzide the ZIF archive will be extracted to the location wou
chooze,

Select a folder to extract files to.

Filez will be extracted to this directon:

IE:'\Driverd
Browsze. .. |
Pagzzword... |

Extracting...

< Back I Meut = I Cancel
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Extraction Complete e
Filez have been succeszsfully extracted from the ZIP archive.

Extraction Wizard

Filez have been succeszsfully extracted to the fallowing
directony:

C:ADirivers

To zee vour extracted filez, check the box below:

¥ Show estracted files

Press finizh bo continue.

< Blach Fir&fh Cancel

& Drivers = [=1E3|

File Edit ‘iew Favortes Tools Help |

Q-0 3 5 0 X 9|

— e itushdevice ituzbdevice
= Setup Information
= KB

=

/':_j Search L Folders

Syzten file
55 KB
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3.1.3 Installing the Drivers

There are several ways to communicate with the SMART Payout unit, which include
using a direct connection from computer to SMART Payout unit with a USB cable, or
by using an interface unit called n IF17 (TTL to USB). Note: Direct USB is only
recommended for on the bench testing/Programming. Host communications
should be via an IF17 if USB is required.

To install the drivers, you need to connect a standard USB 2.0 compliant Type A to
Type B cable from your computer to the USB interface socket on the rear of the
SMART Payout unit:

DIP Switches

Interface Connector

USB Connector

Status Indicators

The SMART Payout unit must be powered up for the interface to be recognised by
Windows. If the SMART Payout unit is not in the host machine, you will need to
provide power to the 16 way interface connector first. The connection information and
pin numbering is as follows:

Pin Description

L -.“.' ~ 1 0V / Ground Connection

IUUNODUDD| 5 T+Dv DC
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Before connecting the USB cable, make sure that the unit is powered up and that only
the GREEN Status Indicator is lit (it should be flashing about once every second).
Once you have carried out these steps, plug the USB cable into the SMART Payout
unit.

After connecting the USB cable, Windows
should then detect the SMART Payout i) Found New Hardware E}

unit interface — a ‘Found New Hardware’ B Interface
bubble or dialog box should appear.

|'5-‘=J NS T MDY 0805

A ‘Found New Hardware’ wizard should then start to guide you through the installation
process (this first screen is not always shown on some computers):

F

ound Mew Hardware Wizard

Welcome to the Found New
hil\ Hardware Wizard
&

Windows will search for current and updated software by
looking on your computer, an the hardware installation CD. or on
the "Windows Update 'Web zite [with your permizsion).

Fead our privacy policy

Can Windows connect to Windows Update to search for
zoftware?

0 Yes, this time anly
™ Yes, now and every time | connect a device
& Mo, not thig time

Select this option
as you already
have the drivers

Click Mest to continue.

< Elacl I et » I Cancel

0 . Please make sure that you are using the V2 drivers

Only use V2 drivers for the installation.
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Found Hew Hardware Wizard
Thiz wizard helps you install software faor:
ITL BY Serial W2
\') If your hardware came with an instal . .
or floppy disk. insert it now. Select this option as
we have saved the
drivers to a known
“What do pou want the wizard to da? location
7 Inztall the software automatically (R -
& Imnztall from a list or specific locatiof [Advanced)
Click Mext to continue.
< Back I [ewt » I Cancel
The next dialog box will ask you where to search for the drivers:
Found New Hardware Wizard
Please choose your search and installation options.
& Search for the best diver in these locations. Click the ‘Browse’
Iz the check bowes below ta limit or expand the default search, wh bL!ttOﬂ FO ﬁn_d th_e
pathz and removable media. The best diiver found will be installed. driver files (in this
_ example C:\Drivers)
V¥ Search remavable media [floppy, CO-ROM...]
¥ Include this location in the search; %
C:APROGRAR FILESSMY TOWEE
¢ Don't search. | will choose the diver ta install
Chooze thiz option to select the device driver fram a list. Windows does not quarantee that
the driver you choosze will be the best match for pour hardware.
< Back I Mest » I Cancel
Copyright © Innovative Technology Ltd 2014 k GA00860-2
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Browse For Folder Kl

Select the Falder that contains drivers Far waur hardware,

= j by Computer =
= e WwirsP [T
I3 col5319
I3 Documents and Settings
Diriver
I Progran Files
I WINDOWS
e Data (0]
= EAM [E:]
it MPSEME [F)
“o Removable Dizk [G:]
“# Removable Dizk [H:] =l

To wiew any subfolders, click a plus sign above,

0 Cancel |

e

Found Mew Hardware Wizard

Please choose your search and installation options.

% Search for the best driver in these locations.

Uncheck this option
to speed up the
installation

|lze the check boxes below to limit or expand the defaulk
pathz and remoyvable media. The best driver found wi

[ Search removable media [floppy, CO-ROM..]

W |nclude this location in the search;

IE:HDrivers j Browsze |

= Dan't zearch. | will chooze the driver to install.

Choose this option to select the device driver from a list. Windd  Click the ‘Next’ 3
the driver you chooge will be the best match for pour hardware, button to install

the drivers

A

¢ Back Meut > Cancel |
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You may see a warning dialog saying that the drivers have not passed Windows logo
testing — you can ignore this warning. Just click the ‘Continue Anyway’ button.

Hardware Inztallation |

L4 "_l., T he =aoftware you are installing for thiz hardware;
L
ITL B Serial W2

haz not pazzed Windows Logo testing to werify its compatibility
with YWindaws =P, [Tel me who this testing i irmporkank. |

Continuing your installation of thiz zoftware may impair
or destabilize the correct operation of your spstem
either immediately or in the future. Microzoft strongly
recommends that you stop this installation now and
contact the hardware vendor for zoftware that has
pazsed Windows Logo testing.

Continue Anpuway STOP Inztallation I

Found Hew Hardware ‘Wiza

Pleaze wait while the wizard installs the software...

(3 ITL B Serial W2

< Hach [ et [Eamze]
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Found New Hardware Wizard

5

Click, Finizh to cloge the wizard,

Completing the Found New
Hardware Wizard

The wizard haz finished installing the software for:

(3 ITL BY Serial W2

Click the ‘Finish’
button to complete
the installation

/

< Back

Finizh I [Eatize]
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After completing the driver installation you can check that the communications port
has been installed correctly.

Open Windows Device Manager, and click on the Plus symbol (+) next to the ‘Ports’
entry. This will expand the list of installed communications ports. You should see an
entry for an ‘ITL BV Serial V2’ port as shown here:

L. Device Manager 0] x|

File  Action “iew Help

5 Ha2E A

f Computer L=
e Disk dives
g Digplay adapters

-3 DS = P COMLLPT
- &-{#g Human Interface Deviees | § i r#l‘ Cornmunications Port [EDM”
:g :Eﬂi;ﬂ;ﬂ:&g conlrolers Y Communications Port [COM2)
M- Keyboards - r;y" ECF Printer Port [LFT1]

_J Mice and other pointing devices

- Mod - ITL BY Serial V2 [COM7)
oderns

----- r'y‘ RIM Virtual Senal Port »2 [COM4)

g Manitars i
B8 Metwork adapters - r;y" RIk Wirtual Senal Port 2 [COMG]
< NVIDI, e o

----- r,é’i Communications Port [COMT]
----- r,é’i Communications Port [COMZ)
o/ ECP Printer Port [LPT1)

------ ny‘ ITL BY Serial W2 [COMT)

------ # RIM Yirtual Senal Port w2 [COM4]
o RIM Yirtual Senal Port 2 [CO

The actual communications port number (in our example COM7) may vary depending
on your particular computer configuration.

Now the drivers have been correctly installed you can install the PiPS software — this
is covered next.

Copyright © Innovative Technology Ltd 2014 k GA00860-2
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3.1.4 Installing the PiPS Software

Installing the PiPS software is very straightforward. Find the PiPS installation file you
downloaded earlier, extract the installation file from the zipped file and double click
the file (it has an .msi extension) — this will start the installation process:

ii® PIPS

Welcome to the PIPS Setup Wizard

The installer will quide you through the steps required to install PIPS on your computer.

Click "Mext" to continue.

WARMIMNG: This computer program iz protected by coppright law and international kreaties.
Unauthaorized duplication ar distribution af thiz program, or any portion of it, may result in severe
civil or criminal penaltiez, and will be progzecuted to the maximum extent pozsible under the law.

Cancel | EreyEms | Mext I

iZ PIPS

Select Installation Folder

The inztaller will inztall PIFS in the following folder.

Ta install in this falder, click "Mext". Taoinstall to a different new or existing falder, enter ane
below or click "Browse",

Fuolder: C:\Program FileshPIFS Browse. .. |

ou can install the software on the following drives:

Yolume | Dizk ﬂ
=IC 7
(== 1nk 3k
T E. | 1 J:

Disk Cost...

Cancel | Frevious | Mext I

L
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You can choose where you would like to install the software, or just accept the default
location (as shown above). Clicking on the ‘Next’ button will then ask you to confirm
the installation:

Confirm Installation

Installing PIPS

FTEIELIE:

Copyright © Innovative Technology Ltd 2014 k GA00860-2
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i PIPS

Installation Complete

FIPS haz been sucessfully nstalled.

Click "Close" to exit.

[Farzel | Ereyious | Cloze I

Once the installation is complete, you will have a new program group called ‘ITL
Smart Tools’ in the Windows Start Menu, similar to the one shown here:

(E') “Windows Media Plaver l
M@ ITL Smart Took WL} Pay-in Pap-out system

Frograms k

Documents

Settingz k
I;j Search k
ﬂj,l Help and Support

Run...

—]
J Log OFf

E Turn Off Compuiter. .

| Windows XP

You can run the PiPS software by clicking the ‘Pay-in Pay-Out system’ menu entry;
however, before you can use the PiPS software with a SMART Payout unit you will
need to make sure that you have installed the BV interface drivers (as described
earlier).
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3.1.5 Starting the PiPS Software

The PiPS software is launched by clicking the ‘Pay-in Pay-out system’ entry in the ‘ITL
Smart Tools” menu group.

@ Windows Media Player l
rliﬂ Fragrams ' lE ITL Smart Tools HLt Pap-in Pay-out system

Documents
Settings
Search

Help and Support

=
o
=
o
1
@
S
o
.
[
>
n
=
=]
-
=

The initial program screen looks like this:

£31TL Pay-In Pap-Dut System v1.4.5 (ol x] ‘

File Utlites Help
3 @
HE(E

Start-up

i)

Make sure that the SMART Payout unit is powered up and the USB cable is connected
before going any further.
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Once the SMART Payout unit is connected, there are two ways to start the program
operation:

L. 1ITL Pay-In Pay-Out Spstem ¥1.4.5 £ 1 1TL Pay-In Pay-Out System v1.4.5

File Utilites Help File| Utilitez Help

':.E ;E Run PIPS System P
Start- i Halt She Optionz

L 1 —_— 1 —_—

i

Click the ‘Start-up’ icon Click ‘Utilities’, then ‘Run PIPS System’
The PiPS software will then start to connect to the [
SMART Payout unit. Depending on the number and types

of communications ports on your computer, you may get ! Unable Ta apen this port
an error message similar to the one shown on the right :

saying ‘Unable to open this port’ — this isn't a problem, -IIIK

just click the ‘OK’ button.

You will see some text in the PiPS program C3ITL Pay-In Pay-Out System v1.4.5
window as the software checks the File Ltiites Help
communications ports for the SMART Payout ‘

unit (similar to what is shown here) — this
text may vary depending on your particular
computer configuration.

Start-up fEr ‘ [l ‘

] TlllJrld ]
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Once the SMART Payout unit has been found, two windows will appear on the screen:

)

|
| L3 ITL Pay-In Pap-Out System ¥1.4.5

File Utilitez Help
‘ HE ‘

Start-um Bun

System device 0 Smart Payout COM7 System Events
—Events

Courtry Yalue Level | Route | |
cBP 5.00 i] Cashbox
&1 cep 1000 o Cashiox
e 2000 o Cashiox
fin Payout
=BP .00
Totals

GHEP 0.00

This window shows the
installed currency, level
and programming
information for the
connected SMART Payout
unit.

This window will
display all the

communications
events

More details of the program options and operations that can be carried out will be
covered in the next subsection.
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3.1.6 Preferences, Settings and Options

£3ITL Pay-In Pay-Out Spstem v1.4.5

The preferences for the PiPS software are  Fie | uiiites Help
accessible from the Utilities menu (as Fiun PIPS Spstem ‘

%

shown). Click the ‘Options’ entry to open
a new dialog box:

o A

5

This option sets the protocol version
used for communications — contact ITL
Technical Support for the current
configuration details.

.1 System Preferen :gltsa%%tlzngllse |
—Max eS5P protocol Tevel———— — Mote Float Y alue dizplay option

for the SMART

Smart Hopper IB_ & By value Payout unit
Srart Payaout IE_ " Bu channel
Mote Float
e Fina IE_ [T Give value with stared
BN [6
~E55F eams——————— Check this option to allow detailed

™ Show coms log <| protocol logging

Log File location

C:A\Program Files\PIPSYSHLOG. shi If this option is selected, the level
is checked before sending payout J
or float commands

— Lewel Checking
[~ Smart Hopper [+ Smart F'ayuul/

Apply | Cancel

Normally, these preferences should not need changing.

The settings and options for the SMART Payout unit vary depending whether the
system is in the 'Run' or the 'Halt' state — generally the system will need to be halted
before any changes to setup options can be made. Pay in/pay out operations are only
available when in 'Run’ state.

Halt State

File LUtlitez Help
Ek‘ Hl ‘

Start-um Bun

If the system is in ‘Halt’ state, the user will either
have just started the PiPS software, or clicked on
the *Halt’ button. The menu bar will look like this:
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The main screen should look something like this:

File Utlitez Help

AR -

Start-LuE Bun

z

HalE

Sustem device 0 Smart Payout CO

Country Walle I Level Route I
L= £.00 i Paryout
cep 10.00 i Cashbox
®ncep 20,00 0 Cashbox

Min Payout

GEP 0.00

Totals

GEP 0.00
@ EnsBLED

Syztem Events

— Ewentz

Ew 1 at 15:26:42

System Recguest:
RUMN S% STEM

Ew 2 at 15:26:44

System Reguest:
HALT SYSTEM

The various settings and options can be accessed from a right click when the mouse
cursor is over any of the system device entries:

Sygtem device 0 Smart Payout CO

Courntry
herl (SEP 5.00 ] Cazhk
®cpp 10.00 0 Cashk
®cep 20.00 0 Cazhk
hin Payout
=EP 0.00
Totals
EP 0.00
@

Set Route Payout

Cazhb
St [Leve| bk
et

Smart Bty

Eezet

Set Options

et

e Ewdenammiaticn

FElEat G ERmmimatia

et Error Status

Senn calibratmm cammand

Dowrload Update file

Send 55F Command
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Halt State Options

Set Route To set the pay in route for inserted bank notes to either
Cashbox or Payout module, select the desired denomination(s)
and click the required route. The system will send the
commands to the device and store these preferences so that
they will be set again on the next start-up.

Set Options Using this dialog, the user can setup the device SSP address

and eSSP keys by double clicking on the required option.

Download Update
File

This option allows the user to download an ITL update file to
the connected device.

Send SSP
Command

This option brings up the SSP communications dialog which
allows the user to send individual commands to the connected
device.

& CAUTION!

eSSP key

Take care when changing

Exercise care when changing the device eSSP key.
The user must make a note of the new key and
change the host key to match. If the key is not
known then device must be returned to ITL for key
reset.
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Run State

If the system is in ‘Run’ state, Fie Utites Help

the user will have clicked on the B i ‘ @

‘Run’ button and the menu bar

will look like this: starup | Bun || Hal
Amount To Pay Amount Paid
o ® | 0.0 0.00
Run State Options
Set Route To set the pay in route for inserted bank notes to either

Cashbox or Payout module, select the desired domination(s)
and click the required route. The system will send the
commands to the device and store these preferences so that
they will be set again on the next start-up.

Empty This command will empty all the stored notes in the connected
Payout module into the device cashbox. After emptying the
notes, counters on the device will be reset to zero.

Reset This command will reset the connected payout device. After
reset, the system will re-initialise the device for use.

Float This option allows the user to run the device Float command -
this command will tell the payout unit to leave a certain value
of notes in the unit, with a requested minimum possible payout
level. Clicking the option will bring up the Float dialog box.

Pay by If the connected device is running with SSP protocol version 6
denomination or greater then this option will be enabled. This will bring up a
‘pay by denomination’ dialog which allows the user to select the
notes required for payout.

Float by If the connected device is running with SSP protocol version 6
denomination or greater then this option will be enabled. This will bring up a
‘float by denomination’ dialog which allows the user to select
the notes to leave in the Payout module.
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3.2 Updating Firmware and Datasets

If an NV200 validator is connected to a payout
& CAUTION! module with the wrong version of firmware, the
NV200 bezel will flash blue and green for about 10
Do not power off seconds on start-up. This is the NV200 updating
the payout module, and powering off the unit
during this time can cause the payout module to
stop working.

The SMART Payout unit firmware and dataset can be updated very easily using the
PiPS software. The dataset files can be downloaded from the Innovative Technology
Ltd website:

Select Validator: |N"u"2EIEI j Select Currency: | GBP - {United Kingdom) j Search I
Display #IEU 2
Name Code Issue Validator

UK (5-10-20-50) GBFO1606 B MNW200 @ =
UK- Gibraltar (5-10-20) GBFOSE03 3 MVZ200 @ =
UK- Guernsey (1-5-10-20) GBFPO4503 3 MY200 @ =
UK- Isle of Man (1-5-10-2 GBPO2E604 4 MNV200 @ =
UK- Jersey (1-5-10-20) GBFO3604 4 MV200 @ B3
UK-Morthern Ireland (5-1 GBPO9505 5 MNV200 @ =
UK-Scofland (5-10-20) GBFOGE04 4 MYVZ200 @ B3
LIK- Scotland (B-B-5-10-20 GBP10604 4 MY200 @ Y
UK-Jersey(1-5-10-20-50) GBP13601 1 MNV200 @ =
UK-Morthern Ireland(5-10- GBFP23601 1 MV200 @ =
UK-Scotland(5-10-20-50) GBP11603 3 MNW200 @ =

] Only update files from v4.08 and above will
Information automatically update the payout module. Earlier
versions require the payout module to be updated
separately.

Check update file version.

The firmware and dataset files for the SMART Payout
- unit are combined into a single file, so both will be
Combined data files updated when you carry out the update.

Information
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After selecting the dataset, a dialog will prompt you to save or open the file: select

the Save option

File Download ‘

Do you want to open or save this file?

& Mame: download.zip
Type: WinRAR ZIP archive

From:  www_innovative-technology_co_uk

Open Save | Cancel I

harm your computer. If wou do nat tust the zource, do not open or

@ whhile files from the Intermet can be uzeful, some files can potentially
zave thiz file. "wWhat's the nzk?

You can then choose where to save the file — choose a location that is convenient for

you:

Save Az

Save in: I@'Desktup j € 5 B R

':i by Computer
E by D ocuments
. by Metwaork, Places
E F2bit_BWInterface_Dirivers
= FIPS 1_4_5_mai

File name:

download j
j

Save az lype: IWinH.-i'-.H ZIP archive

Save I
Caricel |
o
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Once the dataset file is saved, unzip the file and you can then start the process to
update the SMART Payout unit by connecting the USB cable and starting the PiPS
software as described previously.

Syztemn device 0 Smart Payout x|

With the PiPS software in ; —
‘Halt’ mode, right click on one | [®2eee 1000 o0 Cash_ SetFoute '
of the currency entries and Eﬁippaw om0 Cash et
select ‘Download Update File’ SEP 0.0 ity
Lrgg:the dialog as shown ;natzls - o

HEset

Set Opliohs

Flat

Fay by depormimation

® Float by Denarmination
Get Emor Status
" Sendlcaltration commend

Download Update file

Send S5P Command
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You will then be prompted to select the dataset file you downloaded and unzipped
earlier — select the file and click the *Open’ button:

Load Smart Payout update hle 2| x|

Look in: I @ Deszktop j

'j by Computer
by Documents
by Metwork Places

GEPOTE06_MYO2004077 200000_|F_07 by
b

Type: BYW1 File
Dezkiop D ate Modified: 06/02/2017 20:20
Size: 229 KB

ty Documents

™

kdy Computer

File narme: IGEF'EI'I BOG_MW02004071 200000_IF_01 j Open I
j Cancel |

o

Filez af type: ISmart Papout file * byl
[T Open az read-only

The PiPS software will then ask you to confirm that this is file you want to use to
update the SMART Payout unit with — click the ‘Yes’ button to continue:

PayinPayOutSyztem ‘

<9 Confim download of Srmart Payout firrsware HY0Z2004071 240000 dataget GEFPOBE04
a ko firrmeare HYO02004071 200000 and dataset GEPO1E06

ez Mo | Cancel |
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A new dialog will then appear showing the update status:

Suztemn device 0 Smart Payout COMY

D owenloading:

Sart Papaut

Firrwware: MY 02004071 240000
D atazet: GEPORED4

To

Firrare: MY 02004071200000
Datazet: GEPOTEDE

During the update, the Validator head bezel will display 3 states:

1. Blue Flash [.] — this indicates the NV200 validator is being updated with the
firmware.

2. Green [ ] - there is about a 5 second pause before the payout module is
updated.

Do not disconnect the power or data connection, or

CAUTION! /

& separate the NV200 head from payout module at
this point. Doing so could cause the unit to become

Do not disconnect power.
un-usable.

3. Green/Blue [ /.] — the NV200 is transferring and installing the update in the
payout module.

Do not disconnect the power or data connection, or
& CAUTION! separate the NV200 head from payout module at
_ this point. Any interruption in this process could
Do not disconnect power. result in an un-usable unit.
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Once the payout module is successfully updated the SMART Payout unit will be reset
and will then be ready for use with the new currency.

It is also possible to update the SMART Payout unit
by using the memory card slot on the front of the
NV200 validator (shown in the picture on the right):

card slot

Information Only Atmel 8MB DataFlash® cards can be used (ITL
part number IC237). Standard SD memory cards

Only use 8mb Atmel Data will not function.

Cards

The memory card will need preparing using a DA3 Programming Unit and the NV
Memory Card Utilities software - this procedure is documented in ITL Document
number GA796 — NV Card Utilities.

If using a DA3 and memory card to update the
& CAUTION! SMART Payout unit, the DA3 firmware should be

up-to-date (check the ITL website for the latest
Check DA3 firmware version). Using older versions of the DA3 firmware
version. can corrupt the validator.

Once the memory card has been programmed with the required information, the
SMART Payout unit is re-programmed by simply inserting the card into the NV200’s
memory card slot — make sure that the SMART Payout unit is powered up before
inserting the card.

During the update, the Validator head bezel will display 3 states:

1. Blue Flash [.] — this indicates the NV200 validator is being updated with the
firmware.

2. Green [ ] — there is about a 5 second pause before the payout module is
updated.
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Do not disconnect the power or data connection, or

CAUTION! /

& separate the NV200 head from payout module at
this point. Doing so could cause the unit to become

Do not disconnect power.
un-usable.

3. Green/Blue [ /.] — the NV200 is transferring and installing the update in the
payout module.

Do not disconnect the power or data connection, or
& CAUTION! separate the NV200 head from payout module at
_ this point. Any interruption in this process could
Do not disconnect power. result in an un-usable unit.

Once the payout module is successfully updated the SMART Payout unit will be reset
and will then be ready for use with the new currency. After the update is complete,
remove the memory card from the slot.

[0] Information Only Atmel 8MB DataFlash® cards can be used (ITL
part number IC237). Standard SD memory cards will

Only use 8mb Atmel Data not function.

Cards
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3.3 Tools
3.3.1 Diagnostics
There are several software packages available for download from the Innovative
Technology Ltd website that can be used to provide diagnostics and troubleshooting
information.
These software tools include:

= NV Memory Card Utilities

= Bank Note Validator Diagnostics Tools

= PiPS
Use of the PiPS software has been covered earlier in this manual, but all the software
packages have help files to assist you with the use of the particular program.
3.3.2 Connections

a. SMART Payout

The SMART Payout unit has two connectors that are used to allow interfacing and
programming; these connectors are easily accessible on the top of the unit.

Information
o _ Power is always required on pins 1 and 9 of the 16
Power always required way connector.
regardless of connection
type.

The pin numbering of the socket is shown below, as well as an overview of the socket
connectionS'

Pin Description

| 4] I HWU. . ' | 1 0V / Ground Connection

9 +12V DC
o ettt % 14 Serial Data In (Rx)

16 Serial Data Out (Tx)

Power must be provided from the 16 way connector.
USB port is for bench testing only — NOT to be used for host
communications. An IF17 is to be used if USB is required.
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Pin Name Type Description
1 GND Input GND
; Factory use only Do not connect
4 RxD Opto - | Input Opto RxD —
5 Factory use only Do not connect
6 RxD Opto + | Input Opto RxD +
7 Factory use only Do not connect
8 TxD Opto Emitter Output Opto isolated TxD Emitter
9 Vin Input +12V DC
10 Factory use only Do not connect
11 RxD RS232 | Input RS232 RxD
12 Factory use only Do not connect
13 TxD Opto Collector | Output Opto Isolated TxD Collector
14 RxD Input TTL RxD
15 TxD RS232 QOutput RS232 TxD
16 D Output TTL TxD
SMART Payout ccTalk (CC2) Interface:
Pin Name Type Description
1 GND Input GND
2
3
4
5 Factory use only Do not connect
6
7
8
9 V In | Input +12 V DC
10
1; Factory use only Do not connect
13
14 | RxD | Input TTL RxD
15 Factory use only Do not connect
16 | TxD | Output TTL TxD
& WARNING! Do not make any connections to the interface socket
Risk of unit damage pins marked ‘Do not connect’ — making connections
to these pins could cause severe damage to the unit.
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b. NV200

As with the payout module, the NV200 validator has two connectors that are used to
allow interfacing and programming; these connectors are easily accessible at the back
of the validator — be aware that these connectors will not be accessible if the payout
module is fitted.

The first connector is a 16 pin socket used to interface the NV200 either to the
machine it is being installed in or the payout module. The pin numbering of the socket
is shown here:

The pin numbering
sequences on the NV200
and the payout module are
different — bear this in mind
if making your own cables.

& Caution!

Pin numbering differences

The second connector is a USB connector — this is a standard Type ‘B’ USB socket,
and is used for interfacing to the payout module; it can also be used for programming
and serial communications. The function of pins 1 to 9 can change depending on
which machine interface is being used with the NV200. When used with the payout
unit, the validator will be using either SSP or ccTalk (CC2) interfaces; the socket
connections for each of these interfaces are shown in the tables below:

NV 200 SSP Interface:
Pin Name Type Description
1 D QOutput TTL TxD
2 TxD Opto Emitter | Output Opto isolated TxD Emitter
3 RxD Opto + Input Opto RxD +
4 RxD Opto - Input Opto RxD —
5 RxD Input TTL RxD
6 TxD RS232 QOutput RS232 TxD
7 RxD RS232 Input RS232 RxD
8 Factory use only Do not connect
9 TxD Opto Collector | Output Opto Isolated TxD Collector
10
11
12 Factory use only Do not connect
13
14
15 Vin Input +12 V DC
16 GND Input GND
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NV200 ccTalk (CC2) Interface:

Name

Type Description

TxD

Output TTL TxD — connect to pin 5

Factory use only

Do not connect

RxD

| Input TTL RxD — connect to pin 1

lOCD\IO\U'I-waI—lg

10 Factory use only
11

Do not connect

12

13

14

15 Vin Input +12 V DC
16 GND Input GND

& WARNING!

Risk of unit damage

Do not make any connections to the interface socket
pins marked ‘Do not connect’ — making connections
to these pins could cause severe damage to the unit.

Copyright © Innovative Technology Ltd 2014 k GA00860-2



SMART Payout Manual Set — Section 3 38

3.4

Frequently Asked Questions

a. What settings should I use on the DIP switches on the rear of the unit?

Look at the DIP switch tables in Section 1 of this manual set (subsection 1.4)

b. How do I use the encryption key?

The encryption key is made up of two parts — this is explained in Section 5 of
this manual set. The two parts of the encryption key are:

a) A variable key (one that is exchanged at start up by the host machine -
read Section 5, subsection 5.2 for more information)

b) A fixed key (which can be set using the PiPS software as described in
this manual). The default key value is 0x0123456701234567

c. My notes are always stacked in the cashbox even though I have chosen for them to
go into the payout unit

Check that the Green LED on the rear of the SMART Payout unit is flashing —
see the Flash Codes in Section 1 of this manual set (subsection 1.9) if this is
not the case.

Make sure the diverter is in the correct position — with the unit powered up
turn DIP switch 8 ON and OFF to make sure.

The Payout module might be disabled in software - send an enable payout
command.

The Payout module might be full — check how many notes are stored using
your host software.

The notes might be detected as damaged or not straight — in this case they will
be stacked in the cash box so that they will not jam the payout module.

d. My payout module is communicating in ccTalk but I want to update it. How can I
do this?

To do this, the validator head needs to be removed — you can find out how to
do this by following the procedure in Section 1 of this manual set (subsection
1.1).

a) Provide power to the NV200 validator. Don’t worry that the bezel lights
are flashing as this is normal.

b) Turn DIP switch 8 on the rear of the validator up then down. The bezel
will quickly flash then the unit will reset.

c) Remove the power and refit the validator to the payout module.

d) Update the unit using the PiPS software (as shown in subsection 3.2 of
this manual).
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e. My payout module has stopped functioning and I want to return it for repair -
however it has bank notes inside

¢ All bank notes that are inside payout modules returned to ITL are handled with
the highest security and carefully tracked internally until their return to the
customer - if you do not want to ship the unit with the bank notes inside,
please follow the instructions for manual payout in Section 4 of this manual set
(subsection 4.10).

e If manual payout is not possible please contact ITL technical support.

f. Is my NV200 validator compatible with the payout module?

e Early revisions of the NV200 did not support the payout module. Check for all
of the following features to ensure compatibility:

A grey diverter plunger on the
rear of the NV200 validator
head (just above the DIP
switches)

Mounting brackets on the rear
of the cash box housing

Open the NV200 validator lid
and check the marking on the
PCB where shown in this
picture — the marking needs to
read PB266_4

PCB
marking

If any one of these features is not present, a new NV200 validator will be needed.
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g. Can I connect to the Host machine via USB?

e The direct USB port is for on the bench testing/Programming only. If a USB
connection is desired, we recommend going through our IF17. The IF17 is a
TTL to USB conversion box which filters out any noise and provides a smooth
signal between the SMART Hopper and Host machine.
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Derker Street — Oldham — England - OL1 4EQ
Tel: +44 161 626 9999 Fax: +44 161 620 2090
E-mail: support@innovative-technology.co.uk
Web site: www.innovative-technology.co.uk

AUSTRALIA
% Innovative Technology support@innovative-technology.com.au

INTELLIGENCE IN VALIDATION
BRAZIL
suporte@bellis-technology.com.br

CHINA
' support@innovative-technology.co.uk
o Bellis Technolo
INTELLIGENCE IN VALIDATg'Ny GERMANY

supportDE@innovative-technology.eu

ITALY
supportIT@innovative-technology.eu

SPAIN
supportES@innovative-technology.eu

UNITED KINGDOM
support@innovative-technology.co.uk

REST OF THE WORLD
support@innovative-technology.co.uk
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